
Blood Pressure Monitor & Sensor

Experimetria’s line of Biological Amplifiers is 
the result of many years of experience in the 
use, design and manufacture of products for 
applications in biological research. They offer 
a high degree of precision and reliability at 
affordable prices.

Experimetria's HGM blood pressure gauge 
(left) is a universal DC bridge amplifier 
designed for use with the BPR-01 and BPR-02 
blood pressure transducers. However, it is 
capable of interfacing with any pressure, 
force or displacement measuring transducer 
functioning under the principle of resistance 
change. Calibration is provided by calibrated 
DC level of 10 and 100 mm Hg. Exact signal 
transmission is assured by a 0-3kHz linear 
frequency line and three-scaled filter. It 
counts the mean values from the measured 
pulse value of blood pressure. The display is 
a 20-segment LED bar graph. Individual 
signal outputs are parallel and independent 
from one another.

HGM SPECIFICATIONS
Bridge supply voltage: 2, 5 or 7 volts, gradual internal 
adjustment
Measurement Range: 0-50, 0-100, 0-200 or 0-400 mm Hg, 
manually selected
Calibration: 10 mm Hg DC level in the range of 0-50 mm Hg, 
and 100 mm Hg level in the range of 0-400 mm Hg
Frequency transmission: 0-3kHz linear
Input: 25k ohms symmetrical, 5 volts maximum
Output: 0-5 volts full scale in the individual measurement 
ranges, adjustable
Display: 20-segment LED bar graph
Power supply: +/-20 volts, 250 mA
Dimensions: 40mm wide, 128.5mm high, 250mm deep
Mounting: standard R-01 type 19 inch rack
Weight: 0.5kg
Accessories: functional cables and operating instructions

Experimetria Biological Amplifiers

Accessories
Model RPW-04 Rack and power supply 
for 4 amplifiers (220V/50Hz or 
110V/50Hz)

Model RPW-08 Rack and power supply 
for 8 amplifiers (220V/50Hz or 
110V/50Hz)

RPW-08

Contact QuantaMetrics for additional details, or visit our 
website at http://quantametrics.com.
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Experimetria’s BPR-01 and BPR-
02 are a reusable blood pressure 
transducers. Durable and highly 
accurate, utilizing four 
semiconductor strain gauges 
bonded directly to the sensing 
diaphragm, the innovative design 
results in low volume 
displacement, virtually 
eliminating overshoot, and high 
stability with extraordinarily low 
drift. BPR-01 is dome-type. BPR-
02 is open at both ends.

PMB 392, 2865 South Eagle Rd., Newtown, PA 18940-1546     (215) 321-5330      Fax: (215) 321-5332      http://quantametrics.com


